
COMPLIES WITH:
• ASME A112.18.1 / CSA B125.1
• ASME A112.18.6

Indicates compliance to  
ICC/ANSI A117.1

• Verified compliant with .25% weighted      
   average Pb content regulations.

KITCHEN  
FAUCETS
■ Cassidy™ Collection
■ Single Handle Deck Mount  
■ Side Mount Veggie Spray
■ 1, 2, or 4 Hole Sink Applications
■ Integrated Innoflex® Supply Lines
■ DIAMOND Seal® TechnologySubmitted Model No.: _______________________________________________

Specific Features: __________________________________________________

STANDARD SPECIFICATIONS: 
• 360˚ rotating spout.
• Diamond embedded ceramic disc cartridge.
• Side mount veggie spray.
• 2 1/2" maximum deck thickness.
• 32" (minimum) Innoflex® supply lines with 3/8"         
   compression fittings.
• Hot/cold markings on handle to indicate      
   temperature.
• ADA complaint lever handle.
• Euro-Motion handle only rotates forward to eliminate      
   backsplash interference.
• 1.8 gpm max flow rate @ 60 psi.
• Order RP71545 for optional escutcheon.
• Order RP71543 for optional coordinating               
   soap dispenser.
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4 5/16"
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With Optional 
Escutcheon RP71545▲

2 11/16"
(68 mm)

DSP-K-4297-DST  Rev. A

▲ Designate proper finish suffix

Min. 2 1/2" (64 mm)
Clearance To Back Splash

1 1/4" to   
1 1/2"

(32 mm to 
38 mm)

Hole Size
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WARRANTy
• Lifetime Faucet and Finish Limited Warranty  
   to the original consumer purchaser to be free   
   from defects in material and workmanship.
• 5 Year Limited Warranty for usage in all industrial,  
   commercial and business applications.

Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue 
models, both without notice or obligation.  Dimensions are for reference only.  See current full-line price book or 
www.specselect.com for finish options and product availability.
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 9 13/16"
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2 1/2"
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3/8" Compression 
Fitting

 2 1/2" (64 mm)
Max. w/ 10 1/4" 

Escutcheon
3" (76 mm)
All others

1 1/8"
(32 mm)

Hole Size

3X 1 1/4" 
to 1 1/2"

(32 mm to 
38 mm)

Hole Size

 2 1/2" 
(64 mm)

Max.

2 7/16"
(62 mm)

6 3/8"
(162 mm)


