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Pre-Rinse Conversion Kit

RIGID GOOSENECK
CONNECTION

356 mm
(14.0")

APPROX.

1118 mm
(44.0")

640 mm
(25.2")

437 mm
(17.2")

108 mm
(4.25")

406 mm
(16.0")

9.5 mm IPS x 422 mm
(3/8" IPS X 16.63")

LONG

57 mm - 318 mm
(2.25" - 12.5")

COMPRESSION
FITTING

57 mm
(2.25")

27 mm (1.062")
-18 UNEF
FEMALE

15 mm
(0.59")

 9.5 mm (3/8")
-18 NPT
MALE

063019A

ADAPTOR FOR
CHICAGO
FAUCET

ADAPTOR FOR
T&S BRASS

AND FISHER

Specification: (example)

063019A 
Pre-Rinse Conversion Kit 

    Faucet, T&S Brass, Fisher and
    other manufacturers with a 9.5 mm
    3/8” Female Iron Pipe body outlet
    thread.

  Includes 9.5 mm (3/8”) heavy duty
    IPS rigid riser, 305 mm (12”) wall
    bracket, spray valve hook, gooseneck
    spring, stainless steel hose, insulated
    handle grip, spring loaded spray
    valve, hold open ring.

  Integral faucet check stops or supply
    line check valves are required to
    prevent cross flow (not supplied).

  Standard spray outlet is 1.6 GPM
    (6.08 L/min) @ 60 PSI.

  Also supplied with energy saver
    spray face (1.2 GPM (4.56 L/min)
    @ 60 PSI).

Approvals:

  Complies to ASME A112.18.1/CSA B125.1

    average Pb content regulations
  ”For Commercial Use Only”

(Contact Delta Representative for State and/or
 Local Approvals.)
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15 mm
(0.59")


