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Sealant Products
MARS SERIES 934

SI-124
The largest selection of motors, components and accessories for the HVAC/R Industry

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

93246 Silicone sealant almond 10.1 oz. 12 12
93249 Silicone sealant clear 10.1 oz. 12 12
93251 Silicone sealant white 10.1 oz. 12 12
93252 Silicone sealant gray 10.1 oz. 12 12
93264 Silicone sealant black 10.1 oz. 12 12
93253 Silicone sealant clear 2.8 oz. 12 12
93254 Silicone sealant white 2.8 oz. 12 12

MARS RTV Silicone Sealants
MARS HVAC/R Silicone Sealant is a superior quality silicone which remains flexible

from -85° to 500°F. Never dryes out. Has excellent adhesion to metals and can be used
for virtually every HVAC need.

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

93255 Hi-Temp. silicone red 10.1 oz. 12 12
93247 Heat resistant silicone red 2.8 oz. 12 12

MARS Heat Resistant Silicone
MARSHVAC/R Hi-Temp Red Silicone Sealant is a superior quality silicone which was

formulated to perform at temperatures ranging from -85˚F to 500˚F (-65˚C to 260˚C) for
continuous operation and 600˚F (316˚C) for intermitent exposure. These features make
MARSHVAC/RHi-Temp red Silicone ideal for use around furnace vent pipes, restaurant
hoods and heat exchangers.

MARS
NO. DESCRIPTION MARS

PACK
CASE
QTY.

93256 Celulon HVAC sealant clear 10.1 oz. 12 12
93257 Celulon HVAC sealant white 10.1 oz. 12 12
93258 35 yr. acrylic caulk gray 10.1 oz. 12 12

Red Devil Celulon And Acrylic Caulk
Celulon™plumbing andHVACadhesive sealant is sometimes preferred over silicone.

This easy to apply adhesive sealant adheres to all substances, is paintable, cleans upwith
water and has no offensive odor. Used to seal A/C ducts and lines. Application temp: 40
° to 90°F. Service temp: -25° to 200˚F.

MARS
NO. DESCRIPTION CASE

QTY.

93293 Firestop Caulk, 10.5 FLOz.- Red 12

Red Devil Fire Stop Caulk effectively seals penetration openings against the
spread of fire, smoke, toxic gases and water when applied properly.
• A Latex-based, high-solids Fire Stop compound
• No Shrinkage
• Withstands temperatures up to 2000° F and is up to 4 hour fire rated
• Sandable and Paintable
• Meets Fed. Specs ASTM E-814 (UL 1479) and ASTM E-84 (UL 723) and many
UL Classifications
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