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Other Rain Bird Xerigation® products to use with Rain Bird’s Control 
Zone Kits:

Landscape Dripline - the most clog-resistant, pressure compensating 
in-line emitter tubing in the world.

XBS - 1/2" UV resistant polyethylene distribution tubing.

DT 025 or PT 025 1/4" Distribution Tubing - extends emitter outlet to
desirable discharge locations.

Easy Fit Compression Fittings - for 1/2" tubing.

PPC-200X - tubing cutter

XM-Tool - multi-function installation tool.



INSTALLATION INSTRUCTIONS

• This Control Zone Kit comes partially pre-assembled.

• The Pressure Regulating Filter (P/R Filter) has been partially
screwed into the valve (approximately 5 threads).

• JUST PRIOR TO INSTALLATION, TIGHTENING OF THE
THREADED CONNECTION MUST BE COMPLETED.

• TO COMPLETE THE ASSEMBLY, ROTATE THE P/R FILTER
UP TO 1 COMPLETE TURN (360 DEGREES) INTO THE
VALVE. THIS WILL PROVIDE A LEAK PROOF CONNECTION
FROM THE P/R FILTER TO THE VALVE.

• The P/R Filter should be oriented at an upward angle to allow
for winterization and cleaning.

For Technical Assistance,
Call Toll Free

(800) 247-3782

Thank you for using our products.

LVF-075 OR 100-DV OR I100-DV

ELECTRIC VALVE

PRF-075-RBY OR PRF-100-RBY OR IPRF-100-RBY

PRESSURE REGULATING FILTER


