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	 	 	 	 COPPER	TUBING	SIZE	CAPACITY	 COPPER	TUBING	SIZE	CAPACITY
	 TIP	SIZE	 GAS	FLOW	 	 PROPANE	GAS	 MAPP®	GAS	 REPLACEMENT
	 TIP	 @24	PSI	 @36	PSI	 SOFT	SOLDER	 SILVER	BRAZE	 SOFT	SOLDER	 SILVER	BRAZE	 ORIFICE
	 NO.	 IN.	 MM	 LBS/HR	 LBS/HR	 IN.	 MM	 IN.	 MM	 IN	 MM	 IN	 MM	 MODEL

 T-2 5⁄16 8.0 .14 .17 1⁄8-1⁄4 3-10 1⁄16-1⁄4 1-6 1⁄8-1⁄2 3-12 1⁄8-1⁄4 3-10 OR-A2 0386-1000
 T-3 7⁄16 11.1 .20 .25 1⁄4-1 6-25 1⁄8-1⁄2 3-10 1⁄4-11⁄2 10-40 1⁄4-1⁄2 6-15 OR-T3 0386-1021
 T-4 1⁄2 12.7 .39 .48 1⁄4-11⁄2 10-40 1⁄4-3⁄4 6-15 1⁄4-21⁄2 10-60 1⁄4-11⁄4 6-35 OR-A3 0386-1001
 T-5 3⁄4 19.0 1.10 1.3 11⁄2-21⁄2 25-60 1⁄2-11⁄4 15-35 1-4 25-100 1⁄2-2 15-50 OR-A8 0386-1003
 T-6 1 25.4 2.10 2.5 11⁄2-4 40-100 3⁄4-2 20-50 11⁄2-6 25-150 3⁄4-4 20-100 OR-T6 0386-1024

Standard Propane & MAPP Kits: Designed with the same Swirl Combustion 
Technology that is featured in the Proline Self Lighting Series, the manual series offers an economical 
alternative for use with Propane and Mapp gasses.  A variety of tips sizes helps complete the job quickly and economically.

LP-1 KIT
(0386-0247)
COMPONENTS
•  R-LP Adjustable Regulator, CGA-510
• H-4 Handle • H-12 Hose
• T-4 Tip • T-6 Tip
• Soft solders to 6” (150mm) with MAPP
• Silver brazes to 4” (100mm) with MAPP
• Instruction Manual

Kit	No.	 Model	 Regulator	 	Handle	 Hose	 Tips	
LP-1 0386-0247 RL-P (CGA-510) H-4 H-12 T-4, T-6 Refer to tip chart
LP-2 0386-0007 RL-P (CGA-510) H-4 H-12 T-3, T-5 below for soldering
LP-3 0386-0006 RL-P (CGA-510) H-4 H-12 T-4 and brazing capacities

T-2
(0386-0150)

T-3
(0386-0151)

T-4
(0386-0152)

T-5
(0386-0153)

T-6
(0386-0154)

Propane & Mapp® TurboTorch®

With Color 
Coded "O" Rings

Blue for LP
1407-0311


