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Use with metal or tile roofs.  Available in sizes 4”x 6 5⁄8” and 
5”x 8”, in 0/12-6/12 (shown) and 7/12-12/12 styles.  Made of 
malleable dead soft aluminum. Refer to roof flashings tables 
(previous page) for dimensions.

SIZE STYLE STOCK # A B C

4” x 6 5⁄8” 0/12-6/12 46DVA-F6DS 6 3⁄4” 27 1⁄2” 24”
4” x 6 5⁄8” 7/12-12/12 46DVA-F12DS 8 3⁄4” 22” 25”

5” x 8” 0/12-6/12 58DVA-F6DS 8 1⁄2” 29 1⁄2” 24”
5” x 8” 7/12-12/12 58DVA-F12DS 8 1⁄2” 24 3⁄4” 27”
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Use to maintain a weather tight resistant seal between the pipe 
and the flashing.  

SIZE STOCK # A B

4” x 6 5⁄8” 46DVA-SC 6 5⁄8” 10 5⁄8”
5” x 8” 58DVA-SC 8” 12”

Round Horizontal  
Termination Cap
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Use for through-the-wall terminations. Check installation 
instructions for restrictions on horizontal cap terminations, such 
as minimum distance from windows and doors.  Available in 
aluminum only.  Check with appliance manufacturer for approval.

SIZE STOCK # A B C D

4” x 6 5⁄8” 46DVA-HRCS 11” 5 ¾” 4” 6 5⁄8”
5” x 8” 58DVA-HRCS 11” 5 ¾” 4 15⁄16” 8 1⁄8”
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