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Pipe Jacks
FEATURES
• 1” safety zone created by patented internal safety stop to 

protect against operator injuries.
• Folding jack, JFV, offers portability and impressive capacity. 
• Three head options available to expand utility. 

 

Catalog
No.

Item
Code Description

Height Adj. Weight Capacity Pipe Capacity Weight

in mm lbs kgs in mm lbs kg

JHV** 06350 V-Head High Jack 28 - 49 711 - 1245 2000 909 1/8 - 36 3 - 914 22.8 10.4
JH2R** 06352 Roller Head High Jack 28 - 49 711 - 1245 2000 909 1 1/4 - 24 32 - 610 25.0 11.4
∆ JFV 06370 Folding V-head Pipe Jack 28 - 49 711 - 1245 2500 1135 1/8 - 24 3 - 610 25.0 11.4
                          **6 or more pieces in any combination must ship by truck freight. 

ALTERNATE HEADS

Catalog
No.

Item
Code Description

Weight Capacity Pipe Capacity Weight

lbs kgs in mm lbs kg

JTA 06351 Ball Transfer Head  
Attachment (pair) 1000 455 3/8 - 12 10-300 4.6 2.1

V-HEAD 96371 V-Head Depends on Jack 1/8 - 36 3-914 6.4 2.9
ROLLER HEAD 96372 Roller Head Depends on Jack 1 1/4 - 24 32-610 9.9 4.5

Chain Vises
FEATURES
• Chain vises grip pipe and irregular shapes well due  

to the flexibility of the chain sections.
• Three-sided jaws are standard on REED chain vises,  

allowing jaw face rotation (2x) before replacement.
• Cast hole in vise permits secure mounting to truck or bench. 

 

Catalog
No.

Item
Code

Pipe Capacity Weight

in-nom. actual
O.D. mm lbs kg

CV2 02510 1/8 - 2 1/2 10 - 75 9.3 4.2
CV4 02520 1/8 - 4 10 - 114 14.6 6.6
CV5 02530 1/8 - 5 10 - 141 15.5 7.0
CV6 02540 1/4 - 6 14 - 168 28.4 12.9
CV8 02550 1/2 - 8 21 - 219 46.3 21.0
CV12* 02560** 1 - 12 25 - 335 111.0 50.5

*EXCLUSIVE SIZE 

                          **Model ships freight. 
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∆ WARNING: Cancer and Reproductive Harm. www.P65Warnings.ca.gov


