

## Single-Size Test-Ball ${ }^{\otimes}$ Plugs (Underground)

- Designed to block sewer flow or for use as a back plug for sewer air testing.
- Natural rubber material for excellent expansion and memory.
- Seals both round and out-of-round pipe.
- Removable inflation valve can be replaced if damaged or replaced with quick disconnect fitting.
- Features an eye-bolt for use with a poly-lift line.

|  |  |  | Back <br> Pressure | Feet <br> of |  |
| :--- | :--- | :--- | :--- | :--- | :--- |
| Product No. | Size | Description | Ctn. Qty. | P.S.I. | Head |

## Multi-Size Test-Ball ${ }^{\oplus}$ Plugs (Plumbing)

- One size fits multiple pipe diameters, doing the job of $2+$ single-size plugs.
- Use to block flow (water DWV test) or as a back plug for sewer air testing.
- Seals both round and out-of-round pipe.
- Zinc-plated steel chain and ring handle acts as an anchor to prevent plug from sliding down a line.


Multi-Size Test-Ball ${ }^{\circledR}$ Plugs (Underground)

- One plug fits multiple pipe diameters.
- Made of natural rubber for excellent expansion and memory.
- Seals both round and out-of-round pipe.
- Removable inflation valve can be replaced if damaged or replaced with quick disconnect fitting.
- Use to block flow or as a back plug for sewer air testing.

| Product No. | Size | Description | Ctn. Qty. | Back <br> Pressure P.S.I. | Feet of Head |
| :---: | :---: | :---: | :---: | :---: | :---: |
| 275048 | 4"-6" | Test-Ball® ${ }^{\text {P }}$ Plug | 1 | 17 PSI | 40 FT |
| 275058 | 6"- 8" | Test-Ball ${ }^{(1)}$ Plug | 1 | 17 PSI | 40 FT |
| 395128 | 6 "-12" | Test-Ball ${ }^{(1)}$ Plug | 1 | 13 PSI | 30 FT |
| 275088 | 8"-12" | Test-Ball ${ }^{\text {® }}$ Plug | 1 | 11 PSI | 25 FT |
| 275128 | $12^{\prime \prime}-18^{\prime \prime}$ | Test-Ball ${ }^{( }$Plug | 1 | 11 PSI | 25 FT |
| 395248 | 12"-24" | Test-Ball® ${ }^{\text {® }}$ Plug | 1 | 13 PSI | 30 FT |

