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Hammer Driver-Drill Kit
Model XPHOTRW
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red to BL1815

18v Compact Lithium-lon Cordless 1/2"

Makita-built 4-pole motor delivers
480 in.lbs. of Max Torque

C(ONTROL

Varlable 2-speed design (0- 400 &
0-1,500 RPM) covers a wide range of
drilling, driving and hammering

COMFORT

18V Compact Lithium-lon 2.0 Ah
battery BL1820 provides up to 50%
more run time per charge*

EFFICIENCY

80+

TOOLS

ONE BATTERY

18V Compact Lithium-lon 2.0 Ah
battery BL1820 is compatible with
18V LXT®Tools

COMPACT HAMMER DRILL

makitatools.com




18V Compact Lithium-lon Cordless 1/2" Hammer Driver-Drill Kit

Model XPHO1RW

FEATURES & BENEFITS

B Makita-built 4-pole motor delivers 480 in.Ibs. of Max
Torque

B Variable 2-speed design (0-400 & 0-1,500 RPM) covers a
wide range of drilling, driving and hammer applications

B Compact and ergonomic design at only 8-1/8" long

B Weighs only 3.4 Ibs. with battery for reduced operator
fatigue

B Built-in L.E.D. light with afterglow illuminates the work area

| Bubbberized soft grip provides increased comfort on the
jo

B All metal gear construction provides increased durability

B 18V Compact Lithium-lon 2.0 Ah battery BL1820 provides

up to 50% more run time per charge*

B 18V Compact Lithium-lon 2.0 Ah battery BL1820 reaches
full charge in 25 minutes or less

B 18V Compact Lithium-lon 2.0 Ah battery BL1820 is
compatible with 18V LXT® Tools

B Rapid Optimum Charger communicates with the battery’s
built-in chip throughout the charging process to optimize
battery life by actively controlling current, voltage and
temperature

B Rapid Optimum Charger has a built-in fan to cool the Model XPHO1RW
battery for faster, more efficient charging

*compared to BL1815

STANDARD EQUIPMENT ollis3sle7914llls
B 2 ea.18V Compact Lithium-lon Battery (BL1820) OPTIONAL ACCESSORIES

B 18V Lithium-lon Rapid Optimum Charger (DC18RC) B 18V Lithium-lon Rapid Optimum
B Tool Case (824953-7) 4-Port Charger (DC18SF)

SPECIFICATIONS

Capacity Steel 1/2"

Wood 1-1/2"

Masonry 1/2"
No Load Speed (var.2 spd) 0-400/0-1,500 RPM ® 18V LXT" Lithium-lon Battery (BL1830)
Blows Per Minute (2 speed) 0-6,000/0-22,500 BPM
Maximum Torque 480 in.Ibs./54N*m
Battery 18V Compact Lithium-lon
Overall Length 8-1/8"
Net Weight 3.4 lbs.
Shipping Weight 10.5 lbs.
UPC Code 088381-679145

Makita offers a wide variety of accessories. For a complete listing,
please refer to the Makita General Catalog or visit our website at
makitatools.com, or call 1-800-4MAKITA.

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.

The Makita Teal Color is the trade dress of Makita Corporation and is protected under common law and registered with the U.S. Patent and Trademark Office
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