
27  A - Arctic DutyB - BSPP ThreadsN - NPT Threads

Accessories
For Gasoline / Diesel / B20 / E-15 / Kerosene

Filters Particulate, Hydrosorb® & Aqua
Increase pump longevity

Available in 1" and 3/4" NPT
Suitable for all electric pumps

Compatible with gasoline and diesel

700ACCF7017 N 1"

1200KTG9075 N 3/4"

Filter Heads

F4030PM0 N Particulate | Up to 40 GPM (151 LPM) | 50 PSI (3.4 bar) | 30 Micron

F4010PM0 N Particulate | Up to 40 GPM (151 LPM) | 50 PSI (3.4 bar) | 10 Micron 

F1810PM0 N Particulate | Up to 18 GPM (68 LPM) | 50 PSI (3.4 bar) | 10 Micron

F1810PM1 N Particulate w/ drain | Up to 18 GPM (68 LPM) | 50 PSI (3.4 bar) | 10 Micron

F1810HM0 N Hydrosorb | Up to 18 GPM (68 LPM) | 50 PSI (3.4 bar) | 10 Micron

F1810PC1 N Particulate w/ drain | Up to 18 GPM (68 LPM) | 50 PSI (3.4 bar) | 10 Micron

F1810HC1 N Aqua w/ drain | Up to 18 GP M (68 LPM) | 50 PSI (3.4 bar) | 10 Micron

1210KTF7019 N F1810HM0 filter w/ 1200KTG9075 filter head kit

1200KTF7018 N F1810PM0 filter w/ 1200KTG9075 filter head kit

1200R0631 N Hydrosorb for use with F1810HC1 clear bowl filter

1200R9146 N Particulate for use with F1810PC1 clear bowl filter

KIT300FA N F4030PM0 filter w/ 700ACC7017 filter head kit 

FRH10012 N 12' | 3.6 m

FRH10014 N 14' | 4.3 m

FRH10020 N 20' | 6 m

FRHA10020 NA 20' | 6 m (Rated to -40°F/-40°C)

FRH07512 N 12' | 3.6 m (Pictured below)

FRH07514 N 14' | 4.3 m

FRH07520 N 20' | 6 m

FRHA07515 NA 15' | 4.6 m (Rated to -40°F/-40°C)

300F7773 N 1" x 12' | 2.5 cm x 3.6 m

700F3135 N 3/4" x 12' | 1.9 cm x 3.6 m

Hoses Internal spring guard
Stainless steel ground wire

Fuel-resistant Neoprene exterior
Suitable for all electric pumps

Available in 1" and 3/4" NPT 

1" Models 3/4" Models

UL listed Models


