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LESS WEIGHT

Compact Air Compressor
Model AC001

Roll cage construction 
for extra protection of pump 

and motor assembly

DURABILITY

Low noise for operator comfort; 
ideal for indoor use

COMFORT

Powerful 1/6 maximum horsepower 
induction motor provides up to 

125 PSI

PERFORMANCE

Lightweight design (23.1 lbs.) for 
increased job site portability

PORTABILITY
LOW NOISE AND LESS WEIGHT
• Powerful 1/6 maximum horsepower induction motor provides up to 125 PSI

• Lightweight design (23.1 lbs.) for increased job site portability

• Low noise for operator comfort; ideal for indoor use

• Low AMP draw reduces incidents of tripped breakers at start-up

• Roll cage construction for extra protection of pump and motor assembly
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Compact Air Compressor
Model AC001

FEATURES & BENEFITS

STANDARD EQUIPMENT

SPECIFICATIONS

Makita offers a wide variety of accessories.  For a complete listing,  
please refer to the Makita General Catalog or visit our website at 

makitatools.com, or call 1-800-4MAKITA.

All specifications subject to change without prior notice.  All models and accessories subject to stock on hand.  
The Makita Teal Color is the trade dress of Makita Corporation and is protected under common law and registered with the U.S. Patent and Trademark Office  
NTF-1214 MA-4412-14
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Model AC001

n Powerful 1/6 maximum horsepower induction motor 
provides up to 125 PSI

n Lightweight design (23.1 lbs.) for increased job site portability

n Low noise for operator comfort; ideal for indoor use

n Low AMP draw reduces incidents of tripped breakers 
at start-up

n Roll cage construction for extra protection of pump and 
motor assembly

n Oil-less pump designed for maintenance-free operation

n Copper discharge tubing for increased heat dissipation

n Lever-handle ball valve tank drain improves upon standard 
petcock design for easier maintenance and air tank release

n Universal brass coupler for increased durability and 
reduced corrosion

n Large pressure gauges for easier visibility of tank and 
hose pressure

n Ideal for case and base installation, trim and finish 
carpentry, cabinet and furniture makers and more

n 1 each universal quick coupler (447013-E) 

Motor 1/6 HP

Pump Oil-less

Tank 1 gal.  

Performance (40 PSI) .58 CFM

 (90 PSI) .45 CFM

Maximum pressure 125 PSI

Overall length 13 in. 

Net weight 23.1 lbs. 

Shipping weight 26.9 lbs.

UPC code 088381-640190

OPTIONAL ACCESSORIES
n Polyurethane contractor air hose:
 1/4" x 50‘ (T-01133)
 1/4" x 100‘ (T-01149)
 3/8" x 50‘ (T-01155)
 3/8" x 100’ (T-01161)


