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ENGINE DRIVE MULTI-PURPOSE EFFLUENT/SEWAGE SUMP LAWN & IRRIGATION CLEANWATER

APPLICATIONS
Ideal for high volume raw sewage removal applications

FEATURES & BENEFITS
• Automatic submersible cast iron sewage pump

• PSC dual bearing motor with overload protection

• Capable of passing up to 2" diameter semi-solids

• Piggyback tethered float switch

• 10' power cord

Model Item No. UPC HP Volts Amps Discharge Cord 
Length

Gallons Per Hour at Height Shut-
Off On/Off Levels Min. Basin 

Diameter0' 5' 10' 15' 20'
RL-WC50TA 14942748 0 10121 14171 1 1/2 115 9 2" FNPT 10' 5600 4920 3720 1680 480 22' On: 17.5"  Off: 7.5" 18" or more
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Cast Iron Sewage Pump

CARTON SPECIFICATIONS
Model Length Width Height Weight

(lbs)

Carton 
Cubes
(cu ft)

Pallet 
Quantity

Quantity 
per Layer

Layers 
per Pallet

RL-WC50TA 8.5" 8.9" 18.4" 40 0.81 40 20 2
Stainless Steel Carry Ring

Dual Ball 
Bearings

Stainless 
Steel 
Rotor 
Shaft

Cast Iron “Vortex 
Style” Impeller

2" Cast Iron 
NPT Discharge

SJ Electro 
Piggyback Float 
Switch

High Efficiency 
PSC Motor

CAST IRON SEWAGE PUMP
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