
• Convertible jet pump with deep well injector
 Ideal for use in shallow wells (less than 25')  
 and deep wells (25' to 90')

•  Rugged cast iron casing
    For years of service and reliability

• Heavy-duty motor, 115/230 Volts;  
 factory set to 230 Volts
 Simple connection to existing power source

• Includes factory pre-set 30/50 pressure switch
 Produces up to 50 psi with automatic shut-off

• Glass-filled thermoplastic impeller and diffuser
 For high performance and efficient water flow

• Injector kit included
 Customizable to ensure optimal performance

CONVERTIBLE JET PUMPS
PW-CJ SERIES

Model Item 
Number UPC HP Intake Discharge Volts Amps No. of 

Pipes
Suction 

Lift

Discharge Pressure

Max. 
Pressure

Max. 
Head

U.S. gallons per minute/ 
Liters per minute

30 psi 40 psi 50 psi 60 psi

PW-CJ50 97090501 0 10121 15115 4 1/2 1-1/4" 
FNTP 1" FNTP 115/230 13.2 A @ 115 V

6.6 A @ 230 V

1

5'
1.5 m

7.9
30 L

7.2
27 L

4.8
18 L

3.1
12 L 86 psi 198'

60.4 m
15'

4.6 m
6.2
23 L

5.7
22 L

4.1
16 L

2.6
10 L 81 psi 188'

57.3 m

2

30'
9.1 m

6.3
24 L

3.9
15 L

2
8 L

0.5
2 L 64 psi 147'

44.8 m
50'

15.2 m
3.6
14 L

2.3
9 L

1.3
5 L

0.5
2 L 69 psi 160'

48.8 m
70'

21.3 m
2

8 L
1

4 L
0.3
1 L

-
- 55 psi 128'

39 m

PW-CJ75 97090701 0 10121 15116 1 3/4 1-1/4" 
FNTP 1" FNTP 115/230 14.2 A @ 115 V

7.1 A @ 230 V

1

5'
1.5 m

8.1
31 L

7.9
30 L

6.2
23 L

4
15 L 86 psi 199'

60.7 m
15'

4.6 m
6.4
24 L

6.3
24 L

5.1
19 L

3.2
12 L 82 psi 190'

57.9 m

2

30'
9.1 m

7.5
28 L

5.1
19 L

3
11 L

1.3
5 L 69 psi 160'

48.7 m
50'

15.2 m
4.4
17 L

3
11 L

1.9
7 L

1
4 L 76 psi 176'

53.6 m
70'

21.3 m
2.5
9 L

1.6
6 L

0.7
3 L

0.1
0.4 L 62 psi 143'

43.6 m

Model Length Width Height Weight 
(lbs)

Carton 
Cubes

Pallet 
Qty.

Qty. per 
Layer

Layers per 
Pallet

PW-CJ50 10.25" 20" 10" 36 1.19 32 8 4

PW-CJ75 10.25" 20" 10" 37 1.19 32 8 4
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