
Velocity 300 400 600 800 1000 1200 1400 1600
Duct Pt 0.007 0.01 0.023 0.04 0.064 0.09 0.123 0.16

10x10 0.38 ft2 .75 ft2 CFM 101 152 228 304 380 456 532 608
12x12 0.598 ft2 1.13 ft2 CFM 160 239.2 358.8 478.4 598 717.6 837.2 956.8
14x14 0.81 ft2 1.54 ft2 CFM 216 324 486 648 810 972 1134 1296
16x16 0.992 ft2 1.94 ft2 CFM 265 396.8 595.2 793.6 992 1190.4 1388.8 1587.2
18x18 1.365 ft2 2.58 ft2 CFM 364 546 819 1092 1365 1638 1911 2184
20x12 0.92 ft2 1.99 ft2 CFM 245 368 552 736 920 1104 1288 1472
20x14 1.08 ft2 2.33 ft2 CFM 288 432 648 864 1080 1296 1512 1728
20x16 1.24 ft2 2.68 ft2 CFM 331 496 744 992 1240 1488 1736 1984
20x20 1.56 ft2 3.37 ft2 CFM 416 624 936 1248 1560 1872 2184 2496
24x12 1.196 ft2 2.51 ft2 CFM 319 478.4 717.6 956.8 1196 1435.2 1674.4 1913.6
24x14 1.404 ft2 2.94 ft2 CFM 375 561.6 842.4 1123.2 1404 1684.8 1965.6 2246.4
24x16 1.612 ft2 3.38 ft2 CFM 430 644.8 967.2 1289.6 1612 1934.4 2256.8 2579.2
24x20 2.028 ft2 4.25 ft2 CFM 541 811.2 1216.8 1622.4 2028 2433.6 2839.2 3244.8
25X12 1.29 ft2 2.60 ft2 CFM 329 492.8 739.1 985.5 1231.9 1478.3 1724.6 1971.0
25X14 1.53 ft2 3.06 ft2 CFM 386 578.4 867.7 1156.9 1446.1 1735.3 2024.6 2313.8
25X16 1.80 ft2 3.51 ft2 CFM 443 664.1 996.2 1328.3 1660.4 1992.4 2324.5 2656.6
25X20 2.14 ft2 4.40 ft2 CFM 557 835.5 1253.3 1671.1 2088.8 2506.6 2924.4 3342.1
30x12 1.495 ft2 3.14 ft2 CFM 399 598 897 1196 1495 1794 2093 2392
30x14 1.755 ft2 3.68 ft2 CFM 468 702 1053 1404 1755 2106 2457 2808
30x16 2.015 ft2 4.23 ft2 CFM 538 806 1209 1612 2015 2418 2821 3224
30x20 2.535 ft2 5.32 ft2 CFM 676 1014 1521 2028 2535 3042 3549 4056
36x20 3.042 ft2 6.38 ft2 CFM 812 1216.8 1825.2 2433.6 3042 3650.4 4258.8 4867.2
40X20 3.51 ft2 7.10 ft2 CFM 874 1310.4 1965.6 2620.8 3276 3931.2 4586.4 5241.6
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